
Circuit tester inspects up to 8192 points and correspond to various harnesses

Worker can make an intuitive judgement by seeing the image of the connector on the circuit inspection screen

Can monitor the pin contact status 

s e r i e s

MZCT
Circuit Tester

FROM TECH TO INNOVATION

 Media for this

Easy Speed UIInspection



OPERATING SYSTEM Microsoft Windows 10

OPERATING LANGUAGE Korean, English, Chinese, Japanese, Spanish, Portuguese, etc.

SPEECH Korean, English, Chinese, Japanese, etc.

POWER A.C 100-240V 50/60Hz

WEIGHT 9.3 kg

440(W)x350(D)x220(H) mm

1024

SIZE

I/O PORTS

TEST SPEED Max. 1 sec/3072 points

COMMUNICATION PORT USB, LAN, RS232C, RGB, DVI, PS2

EXPANSION Max. 8192 points(1024 test point increments)

ITEM MZCT

INPUT D.C 5V

TEST Circuit, Diode

PIN ID CHECK D.C 5V

LOG System(DB)

Built in OS Recovery System
etc.

MZCT Circuit Tester

Technical Data

Options

UI System Customizing

System Customizing

MES Connection Available

JIG Life Cycle Control System

www.harnics.com

LED Guide System(MRLM)

Unlocking SystemBarcode Scanner Label Printer

Headquarters
#1313, 184, Gasan digital 2-ro, Geumcheon-gu, Seoul 08501, Republic of Korea 

Hwaseong Branch
1085-33, Beodeul-ro, Jangan-myeon, Hwaseong-si, Gyeonggi-do 18574, Republic of Korea 

China Branch
No. 6-3, Changxing-Road, Economic & Technological Development zone, Weihai, Shandong, China(山东省威海经济技术开发区昌星路6-3号)

Vietnam Bac Ninh Branch
Yen phong zone, Long Chau commune, Yen Phong distríc, Bac Ninh province, Vietnam

FROM TECH TO INNOVATION


